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 المستخلص
تزايدددا الضيندددالاا المضالالدددس ودددالأ السدددلواا ادويدددرل لتيلادددس لعددددل عوامدددلأ مل دددا التوسددد  العمرالدددي  دددي 
ملااري السيولأ وادوديس، وارتضدا  مسدتوياا ولدولأ ادملدار ممدا تسدبه  دي ت ديدداا وليدرل ووسدالر 

ومن ولا . كبيرل  ي ادرواح والبليس التحتيس لاسيما  ي مديلس حنريس سريعس اللمو مثلأ مديلس الرياض
تبددرز موميددس وددرا الدراسددس  ددي ت يدديم مسددتوت مولددار  ينددالاا ادملددار علدد  محددد ادحيددا  الم وولددس 

، و ددد (كملل ددس دراسددس)بالسددكان والتددي ت دد   ددي ملاددرت السدديلأ  ددي مديلددس الريدداض ووددو حددي مم   ددر 
اللاتلادس اعتمدا الدراسس عل  ملاموعاا من بيالاا عاليس الد س، ومعلوماا تض يليس عدن التنداري  

عددن المسددج اللاددوي المسددتمر باننددا س لللمرلاددس والمحاكددال ثاثيددس ادبعدداد، وكددان ل ددرا المل لايددس لتددال  
موثو ددددس ومةددددايرل لللتددددال  التددددي  ددددام علي ددددا ت ددددميم الحددددي ل ددددرا  ل وددددتا  الكبيددددر  ددددي د ددددس م ددددادر 

 LiDARالدددداا وتشددددير لتددددال  الدراسددددس الدددد  من اسددددتودام بي. المعلومدددداا واوددددتا  المل لايددددس المتبعددددس
عدن % 95ل لس لتلام  مياا السيولأ  ي ملل س الدراسدس ورلدب بضدارو حدوالي  95ساعدا عل  تحديد 
ل لددس   دلض اندا س الد  من الاعتمداد علد  بيالدداا  62والتدي حدددا  ASTERالاعتمداد علد  بيالداا 

LiDAR يساعد  ي التاج شبكس معلوماا ويدرولولايس م نلأ ومكثر د س وموثو يس. 
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Abstract 

   Uncontrolled urban expansion and increased rainfall events, in certain 

regions of Saudi Arabia, have aggravated the impacts of frequent flash 

flooding on infrastructures and human life in recent years. With the 

availability of high-resolution datasets, detailed Terrain information 

resulting from the frequent ongoing aerial survey, it is promising for 

modeling and analyzing flash flood in urban areas more accurately using 

such higher precision data derived from LiDAR. The purpose of this thesis 

was to evaluate and compare low and high-resolution elevation models and 

their applications for assessing and identifying flooding risk potential areas 

in Um Qaser Areas in Riyadh, Saudi Arabia. This study focused on 

generating water accumulation areas and direction of water flow using both 

the resolutions of DEMs to help ascertain the capabilities of LiDAR dataset. 

It was found that LiDAR terrain data successfully identified 59 points of 

water accumulation , an increase of about 50% than processed Satellite 

ASTER 30m Elevation data which only identified 26 points. Processing 

LiDAR based terrain data also resulted in the generation of hydro network 

information in better detail than satellite DEM. It seems that LiDAR datasets 

producing high resolutions Terrain Models are ideal for dense focused urban 

areas for flood monitoring and analysis studies where lower resolutions 

DEM of 30m or high scale and wider coverage areas and/or semi urban rural 

cities. More future work needs to be carried out to integrate cadastral 

information to the DTM processing of LiDAR for higher accurate water 

flow network generation leading to better modeling 

 


