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( المتجددة الطاقة RESsتلقتمصادر من زالتتتلقىالمزيد وما فيالسنواتالأخيرة( الاهتمام

نسبة،كونهاخاليةمنالتلوثالبيئيوفعاليةالتكلفة.منالمتوقعأنتصلةطبيعالفيتهابسببوفر

لمائية.تعدالطاقةا2023٪فيعام12.4إلىفيتلبيةالطلبالعالميعلىالطاقةالطاقةالمتجددة

قةالخضراءالرائدةوالحلولالممكنةفيتلبيةالطلبوالطاقةالشمسيةوطاقةالرياحمنمصادرالطا

العالميالمتزايدباستمرارعلىالطاقة.وبالتالي،هناكحاجةلدمجهافيشكلهجينلتوليدالطاقة

الرعايةالصحيةوالسكنيةعلىحدسواءمعإمكانيةالوصولإلىللوفاءبمتطلباتالحملفيمرافق

توفر عدم أو الكهرباء أكثرمننصفسكانشبكة فإن ، المتجددة للطاقة الدولية للوكالة وفقًا ها.

المجتمعاتالريفيةالنيجيريةلايتمتعونبتغطيةالكهرباء،فيحينأنالمناطقالحضريةتعانيفي

الأحيان من كثير دمج أصبح مستقرة. غير طاقة الحضريةRESمن المناطق في الطاقة لتوليد

ي ضرورة. والنائية دراسة إلى البحث هذا للتفصيليةهدف لل المحتمل نيجيرياRESتطبيق في

(وتخزينDGبالإضافةإلىإجراءتحليلتقنيواقتصاديللبيئية/المائية/الرياحمعمولدالديزل)

ومراكزالرعايةالصحيةفيكلمنالمناطقمساكنامةللالبطاريةلتوفيركهرباءموثوقةومستد

وا الطاقةالحضرية لتطوير كبيرة إمكانات لديه الشمالي الجزء أن الدراسة نتائج تظهر لريفية.

الطاقةالكهرومائيةريعمشالمنطقةالجنوبيةالتيلديهاإمكاناتجيدةلتنفيذباالشمسيةوطاقةالرياح

الأمثلالذيأجريمعنموذجتحسين ينالهجالطاقةبسببهطولالأمطارالدائموتحليلالتصميم

المتجددة /HOMER)للطاقة البطارية / الكهروضوئية / الكهروضوئية الخلايا أن على يدل )

ح/البطارية/البطاريةهيالشبكة/الكهروضوئية/الكهروضوئية/تعدالتكويناتالمختلطةللريا

أنظم تعد الدراسة. فيهذه النظرفيها التيتم لتشغيلالمواقع البطارياتأكثرالخياراتملاءمة ة

PV/DG/Grid نظام(Dukke)دوكيموقعلأنظمةPV/DG/Batteryو كان حين في ،

hybrid hydro/PV/wind/DG/battery لمدمنطقةمفضلالهجينةهوالخيارالأكثرمثاليةوال

.تظهرالأنظمةأيضًاأداءأفضلمنحيث(والتيتقعخارجنطاقالامدادالكهربائيEkweاكوي)
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في المحتملة الكهربائية محطاتالطاقة يمكناستخدام التوصلإلىأنه تم لذلك، الجوانبالبيئية.

كمنخلالتغييرحجممصادرالبلادعلىنحوملائممعالسياساتواللوائحالحكوميةالفعالةوكذل

فقغيرالمستقرأوغيرالموثوقبه.الطاقةبشكلمناسبلدعمنظامشبكةالمرا
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             Abstract   

    

    

Renewable energy sources (RESs) have received and are still receiving greater 

attention in recent years due to their abundance in nature, being free from 

environmental pollution and cost-effectiveness. Their share in meeting global 

energy demand is projected to reach 12.4% in 2023. Hydro, solar and wind 

energy are the leading green energy sources and feasible solutions in meeting 

the ever-growing global energy demand. Hence there is a need to integrate them 

in hybridized form for power generation to meet the load requirement of both 

residential and healthcare facilities with little or no access to grid electricity. 

According to the International Renewable Energy Agency, more than half the 
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population of Nigerian rural communities are out of the electricity coverage, 

while the urban areas frequently experience unstable power. Integrating RESs 

for power generation in urban and remote areas has become a necessity. This 

research aims to study in detail the potential application of RESs in Nigeria in 

addition to conducting a techno-economic and environmental analysis of 

PV/hydro/wind with a diesel generator (DG) and battery storage to provide 

reliable and sustainable electricity for residential and healthcare centers in both 

urban and rural areas. The outcome of the study shows that the northern part 

has a high potential for solar and wind development as compared to the 

southern region which has good potential for hydropower implementation due 

to the perennial rainfall and the optimal design analysis conducted with the 

Hybrid Optimization Model for Electric Renewable (HOMER) shows that Photovoltaic 

(PV)/DG/battery/Grid and PV/hydro/wind/DG/battery hybrid configurations are 

the most suitable options for powering the locations considered in this study. 

The  

PV/DG/Grid and PV/DG/battery systems are considered optimum for 

electrifying the Dukke site, while a hybrid hydro/PV/wind/DG/battery system 

was the most ideal and preferred option for off-grid rural electrification in Ekwe 

community. The systems also show better performance in terms of 

environmental aspects. Therefore, it was concluded that the potential RESs in 
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the country can be adequately utilized with effective government policies and 

regulations as well as through proper sizing of the energy sources to support the 

unstable or unreliable utility grid system.   

    

    

    

    

 



 


